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NOTES:

1. CORPORATION IS TO BE FLARING TYPE (FORD F-600 OR EQUAL BY MUELLER OR A.Y. MCDONALD).
. 1/8° BEND ELBOW - FEMALE FLARE TO COMPRESSION (FORD LAD4-44 OR EOUAL BY MUELLER

OR A.Y, MCDONALD).

CURB BOX IS ARCH PATTERN, WITH INTERIOR ROD FOR 1(25MM) UPPER SECTION ONLY

WHEN USING 17(25MM) CURB STOPS.

CURB 80X 15 ARCH PATTERN WITHOUT ROD WITH I-1/4”(32MM) UPPER SECTION WHEN

USING [-1/2"(38MM) TO 2(S0MM) CURB STOP, WITH 1-1/4"(32MM) BRASS PENTAGON PLUG.

5. CURB STOP IS WITH COMPRESSION COUPLING - FORD B44-444 (1"(25MM) CURB STOP),

OR EQUAL BY MUELLER OR A.Y. MCDONALD.

B-BOX HAS 1“(25M) THREADED BRASS PENTAGON PLUG WITH THE WORD "WATER" IN

RAISED LETTERS ON CAP, (i-1/47(32MM) PENT. PLUG FOR 1-1/4”(32MM) [D. 8-BOXES).

SERVICE TAPS GREATER THAN 1“425MM) IN DIAMETER MUST HAVE A STAINLESS STEEL DUAL
BANDED DUCTILE IRCN SADDLE (FORD FS 202, 202 BS OR APPROVE( EOUAL) OR ALL STAINLESS
STEEL FULL CIRCLE CLAMP WITH OQUTLET.

CORPORATION STOPS SHALL BE INSTALLED A MINIMUM OF 18'(45TMM) FROM PIPE JOINTS

AND ENDS. MULTIPLE INSTALLATIONS SHOULD BE STAGGERED AROUND THE MAIN BY 22-1/2°
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PERMITTED TYPES:

-WATEROUS PACER WB-67 N\

5-1/4"(133MM}

~-CLOW F-2500
5-174"(133MM)

~MUELLER A-421
5-1/4"(133MM} OR. 4-1/2'<114MM) V,0,

5°(L.52M) MINIMUM SETBACK

NOTES:

1, CHAIN AND CHAIN HOOKS SHALL
BE REMOVED FROM HYDRANT

2. HYDRANT SHALL BE PAINTED WITH

2 COATS OF TNEME-GLOSS

SAFETY ORANGE

3-1/2' (1.OTM) MIN, SETBACK
FROM EDGE OF DRIVEWAY

1° (305M) MIN. SETBACK
FROM EDGE OF WALKS
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AND REPLACE WiTH GRANULAR MATERIAL AS
DIRECTED BY THE CITY ENGINEER.

—TRENCH WIDTH SHALL BE THE MINIMUM REQUIRED

IN ORDER TO COMPLY WITH OSHA SAFETY STANDARDS.

IN PAVED AREAS ALL TRENCHES SHALL BE COMPACTED IN ACCORDANCE
WITH SECTION 550.07 OF THE STANDARD SPECIFICATIONS FOR ROUAD AND

BRIDGE CONSTRUCTION.
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2) CONES MUST BE CONCENTRIC WITH VALVES [2'4300MM) AND SMALLER.

3) BUTTERFLY VALVES AND PRESSURE TAP VALVES REQUIRE ECCENTRIC CONES.

4) WHEN ADJUSTMENTS ARE NECESSARY, THEY SHALL BE PERFORMED WITH A MAXIMUM OF
TWO {2) PRECAST CONCRETE RINGS SET IN A BED OF PREFORMED NON-HARDENING
MASTIC MATERIAL(C CONSEAL CS-102B, OR APPROVED EQUAL) TO A MAXIMUM HEIGHT OF
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SEE WATER 6.
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